Flame RetardantABS, POLYLA PA-765B

Typical Characteristics

Properties Test Method | Test Condition Unit PA-765B
Tensile Strength ASTM D638 | 1/8”, 6 mm/min | Kg/em®(Ib/in%) ( ‘343?0)
Tensile Elongation | ASTM D638 | 1/8”, 6 mm/min % 25
Flexural Strength ASTM D790 |1/4”,2.8 mm/min| Kg/em®(Ib/in®) (9625 (())0)
Flexural Modulus ASTM D790 |1/4”, 2.8 mm/min| Kg/em’(Ib/in’) 24,000
’ ' ) T - (340,000)
Izod Impact Strength 1/47,.23°C Kg-cm/cm(ft-1b/in) 22(4.0)
= / 5 T Yoy -
(Notched) ASTM D256 1/87,23C Kg-cm/cm(ft-1b/in) 25(4.6)
Melt Flow Index |ASTM D1238 200C, 5Kg g/10min 4.2
Hardness ASTM D785 1/2” R Scale 102
Specific Gravity ASTM D792 23°C - 1.16
Vicat Softening Temp. | ASTM D1525| 1/8”, 50 C /hr C(F) 92(198)
HD.T
Amnealed(85 C X8hr) | ASTM D648 | 1/4”, 120 C /hr C(F) 85(185)
Unannealed 76(169)
Flammability UL 94 - - 2.5mm, V-0

3.2mm, SVA
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